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ABSTRACT

High Altitude Research Project {HARP) firings were conducted both at
Wallops Island, Virginia and Barbados, West Indies during the months of
June through October 1964. A substantial number of these firings included
nigh-"g" telemetry experiments. Three telemetry payloads were flown at
Wallops in June and July, and three more in October. During the month of

July, thirteen telemetry vehicles were flown at Barbados.

The telemetry experiments were highly successful. Five of the six
payloads flown at Wallops functioned and four gave data. Nine of the
thirteen units fired at Barbados survived the high-"g" launch. Seven of
these successfully transmitted data. The results of measurement are pre-
sented and include sunseeker data, event monitoring, temperature data,

and the performance of magnstometers a: | pressure gages.
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1. INTRODUCTION

High Altitude Research Projectl’2’3 (HARP) test firings at Wallops
Island, Virginia (NASA) and Barbados, West Indies (MeGill U.) were con-
tinuedlduring the months of June through October 196k, Telemeters which
can survive high accelerations had been developedh and successfully tested
in horizontal gun firings. Previous HARP firings5 had demonstrated the
feasibility of using high-"g" telemeters as beacons over great flight
distances. No in-flight data had, as yet, been produced. The June-
October firings included telemeters of a more sophisticated design to pro-
vide data on vehicle performance and evaluate new types of6sensors. The

sT

complete firing program at Barbados is described elsewhere . This report

will present the results of the telemetry program.

Harry Diamond Laboratories (HDL) built the telemeters for the McGill
and Ballistic Research Laboratories (BRL) designed vehicles. NASA person-
nel provided ground receiving support at Wallops Island while the BRL

staff designed and manned a mobile ground-receiving station at Barbados.

The Wallops firings consisted of six telemetry payloads. Five of
these functioned and four gave data. Thirteen vehicles with telemetry were
launched at Barbados. Four of these were damaged or broken up in the gun.-

Of the remaining nine payloads, seven functioned.

Both the Wallops and the Barbados tests can be considered highly
successful from the point of view of telemetry experiments. Data were ob~
tained which will prove useful in the design of future experiments.

Several telemeters designed by the Ballistics Measurements Laboratory of
BRI, were flown at Wallops during October. These units operated at 1750 mec
and functioned successfully. The results of these tests are being reported
separately by BML.

2. TELEMETRY PROGRAM FOR WALLOPS

The telemeter designed for the 5-inch gun firings at Wallops can per-
form two functions. Temperature at a point can be measured and simple

"yes-no" events can be monitored.

* Superscript numbers denote references found on page 30.
7




There is a considerable interest i
and antenna temperatures during flight.
balloon package to altitude and eject i
Ground radars can track such balloons a

measurements. The balloon payload is f

n payload compartment temperatures
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t into the upper atmosphere.

nd give upper-atmosphere wind
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excessive payload compartment temperatures. A bead thermistor was located

in the payload compartment to provide t

During firings at Barbados, excess
(RF) transmitter was observed. It was
be due to aerodynamic heating of the no
meters designed for the October shots a
located at the nose antenna in the hope

ature history.

The Wallops telemeter was made cap

he needed temperature information.

ive drifting of the radio frequency
suggested that this drifting might
se antenna. Therefore, the tele-
t Wallops included bead thermistors

of obtaining an in-flight temper-

able of observing "yes-no" events
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assigned to each event and the number ¢

space.
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The RF transmitter operates at 250 mc with more than 0.25 watt of
power developed across 50 ohms. The subcarrier oscillator (8C0) operates
nominally at 10.5 kc for the temperature channel and 7.5 kc for the event
channel. The commutation frequency is nominally 70 cps. Figure 4 illus=-

trates a typical calibration curve for the SCO.

Two types of antenna were used with the 5-inch vehicle. The first,
and older version, used the body and boom of the vehicle as half of an
asymmetrical dipole. The other half of the dipole was a wire imbedded in
the fiberglas nose. The second version used a spike-nose as the other
half of the dipole and consisted of a steel sting, a fiberglas insulator,
and an aluminum base. Figure 5 shows both types of antenna and a typical
radiation pattern. The spike-nose antenna was developed to overcome
structural difficulties with the all-fiberglas nose. Both antennas re-
quired a tuning coil for optimum impedance matching. There is no isola-
tion between antenna and oscillator and so the RF frequency of the oscil-

lator depends strongly on antenna length.

The battery power supply for the July firings consisted of Mercury
cells. Silvercell and NiCad batteries were tried during the October
firings. Circuit turn-on was accomplished by inertia switches, several
being used in parallel for reliability. Manual turn-on was provided for

preshot checkout.

The ground receiving station at Wallops had excellent equipment for
receiving and recording telemetry signals. Operating personnel were made
available for the telemetry firings. In general, the Wallops telemetry
station consists of high-gain antennas (including a 28-db General Bronze
antenna), FM receivers, magnetic tape recorders and oscillograph recorders.
Magnetic tape recordings were made of video outputs, signal strength, and
discriminator outputs for each shot. Oscillograph records were also made
for visual display. The tape recordings were played back and the data

were reduced at BRL.




3. TELEMETRY PROGRAM FOR BARBADOS

A variety of telemetry vehicles were flown at Barbados during June
and July of 1964 and can be distinguished either by the nature of the ex-
periment or by the antenna configuration. For the sake of simplicity, the
Barbados telemetry experiments will be discussed in this report under the

three varieties of antenna: slotted fin, spike nose, and quadraloop.

3.1 Slotted Fin Antenna Vehicles

Four Martlet—2 vehicles were designed to carry aloft balloon payloads
and eject the balloons at predetermined altitudes. The balloon canister
was located behind the nose cone with an explosive charge immedis:2ly te-
hind the canister. A fuze was installed to set the charge off at an ap-
propriate time and push the canister out of the vehicle. A telemeter was
installed to monitor this event. For simplicity of construction and as-
sembly, the telemetry package was located just behind the balloon canister
and a slotted antenna was used in one of the fins. A long coaxial cable
connected the package to the fin antenna. An insulated wire was run from
the nose cone back to the telemeter. This wire was electrically in paral-
lel with a resister in the SCO. Upon balloon ejection, the nose cone
would come off and the wire would be broken. A change in subcarrier fre-
quency would be produced. Figure 6 shows the details of this arrangement.

Figure 7 is a photograph of the Martlet-2 slotted-fin vehicle.

3.2 Spike Nose Antenna Vehicles

Five Martlet-2 vehicle nose cones were designed for telemetry instru-
mentation to be carried entirely within the nose cone. As a result, the
nose cone had to include the antenna as well as the telemeter. The tele-
meter could monitor any single event or combination of time-separated
events occuring during the flight. The main purpose of the unit was to
monitor the release of TMA, (Trimethyl Aluminum - a chemical used for
seeding the upper atmosphere) giving the time at which the release valve

functioned. A pressure switch was installed in the chamber behind the

10
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TMA drive piston to monitor the pressure of the driving gas. The switch
was nominally set to 100 psi and would provide an indication when the
pressure in the piston chamber dropped below that value. Figure 8 shows
schematically the mechanical details of the TMA monitor. Figure 9 is a
photograph of the spike-nose antenna vehicle. The details of the anfenna
can be seen in Figure 10. This antenna is an asymmetrical dipole and re-
quires a loading coil to match to the impedance of the RF oscillator.

The loading coil has a tunable slug for last minute power adjustments in
the field. The frequency of the RF oscillator is strongly dependent on
the spike antenna dimensicns because of the close coupling betwéen oscil-

lator and antenna.

3.3 Quadraloop Antenna Vehicles

Previous HARP experiments have shown that the quadraloop antenna is
a very successful design for high-"g" firings5. The quadraloop has good
impedance matching characteristics as well as a symmetrical radiation
pattern. Because the quadraloop antenna is physically quite long (about
17-inches including the mounting bracket) it was used only on the
Martlet-3-B rocket vehicles. A number of telemetry experiments were de-
signed for the rocket vehicles using magnetometers, sunseekers and pressuré
gages as sensors. Four rocket nose cones were built with quadraloop

antennas: two carried sunseekers and pressure sSensorsj; two carried

magnetometers and pressure Sensors.

The magnetcmeter instrumentation consisted of three mutually perpen-
dicular magnetometers mounted in the rocket nose cone. One of the magne-
tometers was oriented along the long axis of the rocket. The purpose of
the experiment was to demonstrate feasibility, to give in-flight attitude
data and to determine if these data were sufficiently accurate for command
guidance use. The devices were furnished by Canadian Bristol Aerojet
Limited of Winnipeg and were of the second-harmonic, flux-gate variety.

A description of their operation is found in Appendix A. Figure 11 shows
the physical arrangements of the magnetometers in the rocket nose cone.

All the electronic components of the magnetometers were potted internzlly.

11
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Temperature compensation was not provided for. Each magnetometer was
assigned a separate SCO channel. The SCO outputs were mixed to produce a

complex signal which in turn modulated the RF oscillator.

The sunseeker instrumentation consisted of a pair of solar cells and
amplifiers. The cells are silicon photoconductors. Each is located at
the bottom of a rectangular slot with a window at the front end of the
slot. Figure 12 shows the physical arrangement of the cells in the rocket
nose cone. The sunseeker would demonstrate feasibility, would provide
attitude data, and would be evaluated for command guidance capability.
Appendix B gives the sunseeker sﬁécifications. One channel of the sun-
seeker provides a positive electrical pulse whenever the sun is within its
field of view. The other channel similarly provides a negative pulse.

The pulses were made to modulate a TO-kc subcarrier. The interval between
successive positive (or negative) pulses corresponds to a single revolution
of the vehicle. The interval between a positive and a negative pulse can
be related to the solar aspect angle. The data from the sunseeker, then,
are angles which the vehicle makes with respect to the solar vector. If
the solar vector is known, the orientation of the vehicle is known to
within a cone about that vector. Figure 13 is a photograph of the rocket
nose cone with sunseeker payload. The opening in the nose cone is the

viewing port. Figure 14 shows the rocket with telemetry nose cone.

Each quadraloop antenna vehicle also included a pressure gage for
monitoring rocket motor pressures. Figure 15 shows a pressure gage situ-
ated so that it senses pressures in the forward section of the rocket
motor compartment. A carbon pile gage was developed by HDL aﬁd rated at
3,000 psi. The gage had a separate SCO circuit, nominally ULO kc, whose
output was mixed with the complex signal resulting from the other SCOs

(either sunseeker or magnetometer).

3.4 Circuits for High-"g'" Telemetry

The basic subcarrier oscillator circuit used both at Wallops and
Barbados is shown in Figure 16. The SCO is a stable multivibrator whose

frequency is a function of the signal voltage. The circuit parameters can

12
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be altered to provide any frequency from 3 to 70 ke. The radio frequency
oscillator (transmitter) circuit is shown in Figure 17. This oscillator
is a Hartley type using a minimum of components to insure reliability
under high accelerations. Because of the simple design, the operating
frequency is not very stable. Instability, if not too great, is not con-
sidered important since the signal can be tracked over a long time of
flight. A highly stable transmitter is desirable, however, for doppler
measurements and ranging but is not considered possible at present con-
sidering the state of the art. Both SCO and RFO circuits are described
in detail by HDL8.

Figure 18 shows, in block diagram form, the circuit for the Balloon-
eject monitor. Rb represents the insulated wire which runs the length of
the vehicle and connects the nose cone to the subcarrier circuit. When
the nose cone is ejected, the wire Rb is disconnected from the circuit and
the voltage on the SCO drops from 13 VDC to & VDC, producing a change in

frequency.

Figure 19 is a block diagram of the TMA-release-monitor circuit. The
pressure switch changes in resistance suddenly from 1 k-ohms to 100 ohms
as the pressure drops below a nominal value of 100 psi. This resistance
change drops the SCO input voltage from 13 to 8 VDC, causing a correspond-

ing frequency change.

The magnetometer circuit is represented in Figure 20. The various
SCO0s were set for a deviation of + T7.5% for full scale output. The SCO
signals are mixed directly through capacitive filters to form a complex

signal modulating the RF oscillator.

A block diagram of the sunseeker circuit is shown in Figure 21. The
TO-kc SCO was set for a deviation of + 15% for full scale output. The

LO-kc pressure gage channel was set to * 7.5%.

In all cases, the units were turned on by inertia switches at launch.
Switches of several designs were used in parallel for reliability. At
least one switch of HDL design8 and one switch built by Aerodyne Controls
were used in each telemeter. An umbilical connection was provided for
circuit checkout prior to firing. Each telemeter was powered by a re-
chargeable Nickel-Cadmium battery pack.

i3




3.5 Ground Station

A ground station for receiving and recording the telemetered signals
was set up by BRL near the launch control center. Figure 22 is a schematic
of the ground station layout. Figures 23 and 2L are photographs of the '
instrumentation van and its interior. The station consists of three high-
gain helical antennas connected to preamplifier-multicouplers for additional
gain. Each preamp-multicoupler fed two FM telemetry receivers. The video
output of each receiver was recorded on magnetic tape. The automatic gain
control (AGC) levels from the three most sensitive receivers were also re-
corded on tape to provide signal strength information. One of the video R
outputs was fed into a tunable subcarrier discriminator. The discriminator
output was recorded on tape. A time zero pulse and a Lo-ke reference
frequency were also recorded. An oscillograph was used in conjunction with
the tape recorder to give a graphic display of signal strengths, discrimi-

nator data and timing.

4. PRESHOT CHECKOUT AT WALLOPS

Fach of the telemeters was turned on at the gun site before firing
using its internal power supply. The ground station, some seven miles
distant, listened to each transmission and noted RF and SCO frequencies.

A sample of euch signal was recorded on tape.

The telemeters for the July firings all checked out at close to
255 me. After about one-half hour of operation the frequency had drifted
down to 250 mec, probably because of the instability of the Mercury-cell
power supply. All subcarriers were functioning satisfactorily during the
preshot checks. The telemeters used in October all checked out close to

their designed frequencies.

5. PRESHOT CHECKOUT AT BARBADOS
5.1 Telemeters

Fach telemeter was turned on before firing using its own internal

power supply. The RF transmitter frequency, subcarrier frequencies, and

1h
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deviation ratios were measured. Inertia switches were checked for open
circuit. Battery voltages were measu;gd. A final tuning for maximum
power was made whenever possible. Samples of the subcarrier signals were
recorded on tape for each telemeter and sensors calibrations were recorded
where possible. Table I summarizes the results of these preshot measure-

ments.

5.2 Ground Station

A number of sensitivity tests were made after the ground station had
been assembled and installed. An FM signal generator (AN-URM-TO) was used
for these tests. Channel 2 had the least sensitivity at -107 dbm.

Channel 5 had the greatest~sensitivity at -113 dbm, and was assigned the
antenna covering the greatest range. These measurements were made with a
modulating frequency of 20 kc at a L48-kc deviation. Daily sensitivity
checks were made to insure that the system was functioning correctly. The
subcarrier discriminator was found to have a sensitivity of -110 dbm for

1:1 signal-to-noise ratio.

6. RESULTS OF FIRINGS AT WALLOPS

Three HDL telemetry payloads were fired at Wallops in July and three
more were built and fired by October. The July firings are distinguished
by all-fiberglas—-nose-antenna vehicles. In October spike-nose-antenna
vehicles were flown exclusively. The results of these firings are sum-

marized in Table II.

6.1 Fiberglas—Nose-Antenna Vehicles

Three vehicles were designated shots E1-1955, 1956, and 1959 and
correspond to HDL numbers 5, 8, and 7 (in order). All three were pro-

grammed for temperature measurement only.

Shot E1-1955 was fired on 1 July 1964, Signals were received almost
immediately. The strong signals showed that the new nose had remained in-

tact. Muzzle velocity was measured at 5,300 feet per second with an

15




acceleration of 46,200 "g". An apogee of 200,000 feet was expected but

only 101,000 feet were reached. The transmission was monitored over the

entire flight until impact except for an occasional loss of signal. The

subcarrier was very erratic and no temperature data were produced. '
E1-1956 was shot immediately after 1955 on the same day. The muzzle

velocity was repeated at 5,300 fps with an acceleration c¢f 46,200 "g". .

The vehicle flew satisfactorily but no signals were received from the

telemeter. TFigure 25 shows that the nose section may have been damaged

during launch.
Shot 1959 was launched ;t reduced breech pressure on the next day.

The muzzle velocity dropped to 4,900 fps with an acceleration of 39,200 "g".

Signals were picked up at T + 3 seconds and monitored until impact. The

strong signals showed that the nose had remained intact. Temperature data

were obtained and are presented in Figure 26. An apogee of 155,000 feet

was achieved.

6.2 Spike-Nose-Antenna Vehicles

Three spike-~nose-antenna vehicles were delivered to Wallops in October
and were designated shots E1-1963, 1964 and 1966. Each vehicle was instru-
mented to measure temperature at the nose-body joint and to carry, in
addition, one or more inertia switches so that their functioning could be

monitored. All three were fired on October 15th.

Shot E1-1963 carried two HDL-design inertia switches and operated
at 235 mc before firing. Its power supply consisted of Silvercell batteries.
Signals were picked up immediately after launch at 234.5 mec. The nose had
remained intact. The RF drifted slowly during flight to a value of 228.5 mc
shortly before impact. Both inertia switches functioned and temperature
data were obtained for the first ten seconds of flight. An apogee of .

163,500 feet was obtained.

Shot 196k carried two HDL-design inertia switches and operated at
248 me before firing. NiCad batterilies were used in the power supply.

Signals were acquired on launch at a frequency of 247 me. This frequency

16




drifted to 246 mc by the end of the flight. The nose antenns evidently
remained in one piece. The inertia switches functioned but the tempera-
ture gage developed an open circuit and no data was received. Shot 1964
reached only 77,000 feet. The AGC rgcord shows a periodic frequency
probably produced by a large yawing motion. The resultant increase in
drag should account for the low apogee. The NiCad power supply had teen
installed in the boom {rear) of the vehicle. This increased weight to
the rear reduced the static margin and probably contributed to the aero-

dynamic instability.

Shot E1-1966 had only one HDL inertia switch for test. This unit
was powered by the older Mercury-cell battery pack. The preshot frequency
was 243 mec. Signals were picked up after launch at 2L8 mc and were quite
strong. Thus, the nose had remained intact. AT T + 29 seconds the signals
were abruptly lost and not reacquired until after re—entry. The inertia
switch functioned and temperature data were recorded for the first 12

seconds of flight. An apogee of 175,500 feet was realized.

Figure 27 shows the temperature data from shots 1963 and 1966. The
upper limit of the thermistors was hOOo F and was reached within 12 seconds
on both shots. The thermistor probably continued to function at the subsej
quent higher temperatures but the calibration curve supplied with the de-
vice stops at 1+OOo F. On shot 1963 the thermistor was observed to become

an open circuit during the latter portion of flight.

7. E:SULTS OF FIRINGS AT BARBADOS

Thirteen HDL telemetry payloads were fired at Barba iocs during July
1964 with considerable success. Each firing was given a code name for
identification. The results of firing are given below and are grouped
according to the type of antenna used. These results are summarized in

Table III.

7.1 Slotted-Fin-Antenna Vehicles

The four slotted-fin-antenna vehicles were given the code names

Daphne, Odette, Ethel and Frances. All four were to monitor a balloon

17




ejection event. The telemeter installed in Frances was not operating be-
fore launch. Shots FPrances and Odette broke up in the gun and, of course,
no signals were received. Daphne was launched on 10 July 196k and the
nose cone came off during launch. Daphne achieved a low apogee cf 155,000
feet. Ethel was a good shot with an.apogee of 346,000 feet. No signals

were received from either Daphne or Ethel.

7.2 Spike-Nose-Antenna Vehicles

The five spike-nose-antenna vehicles were given the code names Gloria,
Hope, Sharon, Ursula and Victoria. All five telemeters transmitted and

data were obtained from four of them.

Shot Cloria was designated to measure the functioning of a fuze. A
150 second fuze and a charge of powder were put in the Martlet-2 body be-
fore launch. A successful fuze function would be shown by a change in
subcarrier frequency produced by means of a pressure switch. Gloria was
launched at 1540 hours on 21 July 1964 and flew successfully to an apogee
of 316,000 feet. Telemetry signals were acquired at T + 10.8 seconds at
254 me and were observed until impact. The radio frequency drifted con-
siderably during flight. The pressure switch functioned at T + 179.L
seconds showing an error of 29.4 seconds or 20% in fuze functioning time.
Figure 28 shows the flight data obtained from this shot. The AGC (Auto-
matic Cain Control) record shows the time at which the vehicle turned
over on re-entry into the atmosphere. After re-entry a complex AGC fre-
quency was observed. This might indicate that the vehicle had not stabi-
lized after turnover. Finally, the complex signal became sinusoidal and
dampened out just before impact. The AGC record also gave time of impact

at T + 300.6 seconds. A photograph of the AGC record is given in Figure 29.

Shot Hope was assigned to monitor the release of TMA. The pressure
switch was set to 120 psi. The TMA release valve had been preset to
actuate at TO seconds. Hope flew successfully to an apogee »f approximately
340,000 feet. Telemetry signals were acquired at T + 2.1 seconds at 259 mc.

Signals were weak up to apogee and were, in fact, lost for a short period

18
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of the ascent. After apogee, the signal strength increased and the trans-
mission was monitored until impact. The radio frequency drifted consider-
ably (from 259 to 255 mc) during flight. The AGC record yielded the same
data as on shot Gloria. Impact was observed at T + 303 seconds. The data
from the telemeter showed that the reiease valve had not functioned since
no change in the pressure switch was observed. No TMA trail was observed

optically. Figure 30 shows the in-flight data from Hope .

Shot Sharon was similar to Hope in design and purpose. The spike-
nose-antenna had been cut back L-inches and the RF oscillator retuned to
o4 me before launch. This was done to prevent a substantial frequency
shift should the antenna break at launch. Sharon flew successfully to an
apogee of 350,000 feet and released TMA as programmed. Telemetry signals
were acquired at T + 0.13 seconds at 2kl me and were monitored to impact.
A 13 second loss of signal occurred during the ascent. The AGC record
provided the same valuable data as shots Gloria and Hope. Once again,
the signal strength increased after apogee. The subcarrier frequency
drifted considerably during flight. No pressure switch data were observed.
Impact was observed at T+ 309.4 seconds. Figure 31 gives the AGC and sub-

carrier data from shot Sharon.

Shot Ursula was similar to Hope and Sharon in design and purpose.
Ursula was launched successfully to an apogee of 324,000 feet and released
TMA from the muzzle on up. Telemetry signals were received at T + 7
seconds at 261 mc, the upper band edge of the receivers. Four inches had
been trimmed off the spike-nose-antenna before firing, and the RF oscil-
lator had been retuned to 251 me. The RF signal was quite erratic during
flight and was tracked to impact at 292.5 seconds. The pressure switch
gave data at T + 15 seconds, indicating that the piston driving chamber
pressure had dropped below 120 psi. Figure 32 shows the AGC and pressure
SCO data taken during the flight.

Shot Victoria was the last Martlet-2 vehicle for TMA release which
carried a telemetry paylocad. Once again, before flight the nose-antenna
had been trimmed 4-inches and the oscillator retuned to 252 me. Victoria

was fired successfully and reached an apogee of 275,000 feet. The low
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apogee indicates that Victoria may have suffered some damage during launch.
Telemetry signals were not received until T + 192 seconds and were then
located at the upper band edge of the receivers (261+ mec). Thus, the radio
frequency had shifted beyond the receiver capsbility during launch. Im-
pact occurred at T + 308.3 seconds. .The subcarrier frequency showed that

the switch had functioned earlier in the flight.

T+.3 Quadraloop-Antenna Vehicles

The ’our rocket vehicles with quadraloop telemetry antennas were
called Arvida, Escuminac, Chicoutimi, and Fontainbleau. One vehicle broke
up in the gun, one was damaged in the gun, and two flew for some time

after exiting the gun.

Shot Arvida was a Martlet-3B rocket with magnetometer and pressure
sensing telemetry. The magnetometers were not functioning before launch.
The rocket motor began burning while the vehicle was being launched and
as a result the vehicle was damaged while in the barrel. Muzzle pictures
showed that the vehicle flew successfully (no radar track was accomplished)

although the antenna was damaged. No telemetry signals were observed.

Shot Escuminac was similar to Arvida with magnetometer and pressure
sensing telemetry. Only one magnetometer was runctioning before launch.
Shot Escuminac broke up in the gun. The nose cone continued to fly,
however, with the quadraloop antenna missing. Extremely weak signals were
received at T + 8 seconds at 255 me and were lost at T + 37 seconds. The
maximum signal strength observed was -109 dbm. TFigure 33 shows the AGC
record for Escuminac and indicates that the nose cone was tumbling, as

one might well expect.

Shot Chicoutimi carried a telemetry payload of sunseekers and a
pressure gage. Chicoutimi flew to an apogee of 115,000 feet. Telemetry
signals were acquired immediately but with some noise for the first four
seconds. There was a periodic fading of the signal due to the use of
only one of the quadraloop antennas for transmission. This periodic fad-
ing should correspond to the roll rate of the vehicle and was observed

to increase from 3.4 cps to about 4 cps during the flight. Turnover
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occurred at T + 90 seconds and impact at T + 184.k4 seconds. Figure 34
shows the AGC and pressure channel data for Chicoutimi. A pressure pulse
was observed at T + 18.5 seconds indicating rocket ignition. The pulse
was only 0.25 seconds in duration which shows that the gage failed. The
pressure at gage failure was observed to be 2,400 psi. There was sub-
stantial interference with the transmission between T + 22 and T + 38
seconds, possibly due to rocket motor buring. Sunseeker data were acquired.
Figure 35 shows the roll and attitude data obtained from the sunseeker as
well as the roll rate data from the AGC. The data are referenced to the
sun vector as would be observed from a perfectly stable flight. These
data were obtained from T + 7 to T + 50 seconds and show that the vehicle
experienced large amplitude oscillations. The maximum amplitude before
rocket ignition was observed to be 10 degrees while after burnout it was

a maximum of 25 degrees.

Shot Fontainbleau also carried sunseekers and a pressure gage.
Fontainbleau was launched successfully and signals were acquired at T + 0.1
seconds at 238 mc. Telemetry signals were lost at T + 30 seconds, prob-
ably due to impact. Unfortunately, Fontainbleau went drastically off
course. The sunseeker functioned as planned and showed that the vehicle
was undergoing large amplitude oscillations before rocket ignition. No
data were obtained from the pressure sensor. Figure 36 shows the AGC

signal and the sunseeker signal received from Fontainbleau.

8. DISCUSSION OF RESULTS AT WALLOPS

The Wallops firings were considered very successful from the point
of view of telemetry. Five of the six transmitters functioned and four
gave in-flight data. The October firings saw an improvement in altitude

capability over the July firings.

8.1 Fiberglas-Nose-Antenna Vehicles

The new fiberglas nose-cone design solved the problem of nose
breakage experienced in earlier Wallops firings. It seems, however, that

some loss of altitude occurred with the fiberglas nose. It has been
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suggested that the glass may be shredding under aerodynamic heating with

a conseguent increase in drag.

Shot E1-1956 was most probably damaged when it left the gun. The
smear photograph (Figure 25) shows deformation at the nose-body joint.
Noses have been lost completely in previous firings and still telemetry
signals were received. It must be concluded that E1-1956 did not trans-
mit, perhaps because of battery failure, inertia switch failure or com-

ponent failure.

The data received from shot E1-1959 is shown in Figure 26. Tempera-

tures in the payload compartment did not exceed 200° F during the flight.
These data are useful in planning for balloon shots where high tempera-

tures in the payload comparfment might ruin the balloon packages. Since

balloon ejection would occur near apogee, the data show that 1500 F would
be an upper limit for compartment temperatures. These data must be under-
stood in light of t* : fact that the temperature sensors were packaged in
epoxy resin. Higher cemperature values would have been observed if the
sensor could have been bonded directly to the steel wall of the compart-
ment. These data, of course, apply to a muzzle velocity of 4,900 feet

per second. Data are needed at 5,500 feet per second, the conventional
operating velocity of the S5-inch system. Figure 26 also shows a tempera-
ture rise after T + 150 seconds. The heat imput to the walls of the
vehicle becomes negligible after leaving the dense portion of the atmos-
phere. One would expect the temperature to increase more gradually, then,
as the heat distributes itself throughout the vehicle. This is indeed
observed in that portion of the data curve near T + 140 seconds. Upon
re-entry, however, atmospheric effects again become important and heating
of the walls again takes place. Now one would expect a gradual increase
in the interior temperature because of the new heat input. This can be
seen to have taken place in that part of the data curve past T + 150

seconds.

The erratic subcarrier behavior of shot 1955 cannot be explained
satisfactorily. It is possible that a component was damaged during launch

or that the thermistor did not survive the gun accelerations.
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8.2 Spike-Nose-Antenna Vehicles

The spike-nose antenna performed well and seems to have eliminated
the altitude loss observed with the all-fiberglas nose. With breech
pressures comparable to the July firings, these vehicles achieved sub-
stantially higher altitudes. Nevertheless, the antenna pattern is still

unfavorable for maximum signal reception.

The HDL-design switches proved suitable for HARP firings and should
give a considerable cost savings if incorporated into future programs.
The Silvercell and NiCad power supplies worked well under high Yg" con-
ditions and are far superior in electrical characteristics to the current
Mercury cells. The last shot, 1966, used the Mercury cells and trans-
mission was lost for most of the flight. Moreover, the radio frequency

was quite erratic while the unit was transmitting.

The data from shots 1963 and 1966 (Figure 27) show that substantial
temperatures exist at the nose-body joint early in the flight. The upper
1limit of the thermistor was hOOo F. For this reason the data are presented
only to the hOOO F. The temperature at this point probably did increase
far above 400° F. Future experiments will try to extend the range of

measurement.

Parachute ejections were tried in some early 5-inch gun experiments.
At that time the nose cone was held on with epoxy glue. Smear photographs
of those tests show that the nose was still attached to the vehicle at
launch and yet extremely low apogees were observed, as though the nose had
come off. Perhaps the high nose-body joint temperatures observed in the
October firings (where, incidentally, the nose cone was held to the body

with steel pins) might help to explain the earlier failures.

The temperature data show that nose antenna suffers temperatures
high enough to alter the electrical and mechanical characteristics of the
antenna. Since the RF circuit is located at the busz of the antenna, it
too probably experiences high temperatures. The above high temperatures
might account for the continued drifting of bpoth the RF and the subcarrier
frequencies during flight. Such drifting in RF has been invariably ob-
served with the spike-nose antenna.
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9. DISCUSSION OF RESULTS AT BARBADOS

The telemetry firings at Barbados were highly successful. Of the
thirteen telemetry vehicles.fired, four were damaged or destroyed on
launch. Seven of the remaining nine telemeters functioned successfully. .

The results of these firings are summarized in Table III.

9.1 Slotted-Fin-Antenna Telemeters

Only shots Daphne and Ethel flew and shot Daphne was missing the nose
cone after launch. No transmittions were observed from either shot. The
failure can be most probably attributed to the long coaxial cable running
from the telemeter container to the slotted-fin-antenna. It is quite
likely that this cable was too long for the high accelerations experienced
in the gun. The cable could have failed in tension or could have sheared

at the body-fin interface.

9.2 Spike-Nose-Antenna Telemeters

All the spike-nose-antenna telemeters transmitted as planned. Data were
received from three of the five units and probably from a fourth. The
probable fourth piece of data was from saot Victoria. RF transmission
was not acquired on Victoria until well after the event occurred, but the

SCO frequency indicates that the pressure switch did function.

The close coupling between spike-antenna and RF oscillator was of
great advantage. Part of the spike had broken off on shot Gloria and yet
the transmitter continued to function but at a different frequency. In
other words, the transmitter shifted frequency to accomodate the new
antenna dimensions. Had the two circuits (RF and antenna) been isolated,
then any change in physical dimensions of the antenna would have resulted
in complete loss of transmission. Excessive shift of radio frequency was
observed on Hope, Ursula and Victoria. Moreover the frequency was, at
times, severely unstable. This is perhaps due to the reduced antenna
length but it is felt that aerodynamic heating of the fiberglas insulator
might be the dominant factor. Future firings will include temperature

sensors to evaluate the effect of aerodynamic heating.
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The loss of signal on all the spike-antenna shots during early
portions of the flight might be ascribed to the butterfly antenna pattern.
However, one would expect this signal loss to be symmetric about the time

of apogee and such was not the case.

9.3 Quadralocp-Antenna Telemeters

Three of the four rocket borne telemeters did function although only
two of the shots can be considered successful. The maghetometers were
found to be unsuitable as designed. They were more sensitive to tempera-
ture fluctuations than to magnetic field variations. Only one of the six
units was functioning before launch. The failure of the other five might

be due to high potting temperatures incurred during assembly.

The sunseekers survived the firings successfully. The deviation
ratios for the sunseeker channels were too low with the result that the
signals were just barely above the noise. In shot Chicoutimi, the noise
finally dominated after T + L5 seconds. Since only one of the quadraloop
antennas on each vehicle was active, the radiation pattern was unsymmetric.
A periodic loss of signal regsulted. If sunseekers are to be used for
guidance, then a symmetric radiation pattern is required since the periodic
loss of information cannot be tolerated. This periodic modulation of the
RF signal did produce some interesting information. The average fre-
quency of this fading during the ascent of shot Chicoutimi was about 3.4 cps
which agrees well with the sunseeker data of 3.7 cps. After re-entry, a
fundamental fading frequency of 3.9 cps is observed on the AGC channel.

The observed increase in spin rate does agree with the idea that the

vehicle should spin up on re-entry because of the cant of the fins.

Tt must be observed that the sunseeker devise actually takes a
measurement only once in each revolution of the vehicle. If the vehicle
is experiencing pure rolling motion about an axis at some angle to the sun
vector, then the data will be gquite accurate. But, if the vehicle is also
experiencing a pitching and yawing motion of frequency comparable to the
roll rate, then the data would be meaningless. An analysis of the

Martlet-3B vehicle motion for shot Chicoutimi conditions shows that a
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pitching and yawing frequency of one cycle per second could exist at 20,000
feet altitude. This frequency decreases with altitude (except for the

time of increased velocity due to rocket thrust) so that at 100,000 feet
the pitching and yawing freéuency is about 0.3 cps. The data would there-
fore be in error for shot Chicoutimiyby as much as 25% during the early
flight and would improve in accuracy as the pitching and yawing motion

dies out.

The data for Chicoutimi, as shown in Figure 32, suggest that the

s i i
i
{

motion of the vehicle became more unstable after rocket burnout. Unfortu-

nately, as mentioned above, these data are discrete measurements rather

D

than a continuous history of vehicle attitude. At any rate, instability
of motion after rocket burnout is not as important as during rocket burn-
ing or before ignition. For guidance purposes, however, the stability of

motion is important both for timing a second stage ignition and for

measuring the attitude by sunseekers.

The little data received from Fontainbleau indicate that the vehicle
was quite erratic at the time of rocket ignition. The roll rate was an
extremely low 0.5 cps. The sunseeker data are of no real value, since
k the pitching and yawing frequency was probably of the same order of magni- I
tude as the roll rate. This erratic motion correlates well with the fact .
that the rocket veered completely off course and flew an entirely new

trajectory.

No rocket pressure data were received from either Fontainbleau or
Chicoutimi. The pressure gage channel on Chicoutimi showed that the gage
did break when the rocket motor began to perform. Thus, an accurate time
of rocket ignition was obtained. Signals from Fontainbleau were lost
about 15 seconds after the rocket motor probably started and no infor-
mation is available as to pressure gage performance. It is felt, however,
that the pressure sensor for HARP rocket firings needs substantial develop-

ment.
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9.4 Automatic Gain Control (AGC) Data

Perhaps the most significant data produced by the telemetry experi-
ments were the data recovered from the signal strength or AGC measurements.
3 The AGC observations consistently produced accurate impact times which
arree quite well with radar observations of impact. Such data are invalu-
alle for extremely high altitude flights, since the MSP-19 radar capabil-
itly stops at about 350,000 feet. Reacquisition of target by the MPS-19
during the descent portion of the flight has been a matter of approximately

80 per cent. success. The telemeter has provided a beacon capability which

4 invariably gives impact times.

A most important piece of'information obtained from the AGC record
wgs the time at which the vehicle turned over on re-entry. No prior data
have been available as to turnover time and it was expected to occur much
later in the trajectory than the current data actually show. These data
will be used to correct ballistic trajectories for the Martlet vehicles
by taking the increased drag into account. The AGC record also demon-

strates the oscillatory motion of the vehicle, particularly after re-eutry.

9,5 General Comments

Despite the substantial success of the telemetry instrumentation
certain areas need continued development. Improvements and redesign are

~eded in power supplies, umbilical connections, senscrs, transmitters

=]

and antennas.

In general, the power supplies were poorly designed. Part of the

reason for the poor design stems from the variety of voltages required in

bech telemeter. For example, the magnetometer payloads required six

()
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ifferent supply voltages at various points in the circuit. The power

[0]

upplies were so designed that they experienced continuous internal drain
of current through portions of the circuit. The power supplies had to be

constantly on-charge or they would be depleted within sixteen hours.

The SCO0 inputs called for a bias of +8 volts DC. To prevent loading

down the SCOs, the magnetometers and sunseekers had to be biased about
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+8 volts DC. SCO redesign shoult take into account that most voltage

generating sensors are zero-output devices under zero-input conditiens.

The deviation ratios on each telemeter were much too low. For opti=-
mum signal-to-noise ratio, the receiving system (300 kc bandwith) required
a deviation ratio of 2.5 for a subcarrier frequency of 40 ke. The maxi-
mum deviation ratio needed would be 4.0 for a 3-kc subcarrier. Shot

Viectoria, which had the greatest deviation ratio, measured at only 1.3.

The great frequency shifts experienced with the spike-nose-antenna
require that the RF transmitter be designed to operate at 240 mc as a

first step in eliminating the possibility of loss of transmission.

10. SUMMARY AND CONCLUSIONS

The telemetry portion of the firing program conducted at Wallops and
Barbados during June-October of 1964 was quite successful and demonstrated
considerable improvement over the telemetry used in previous HARP firings.
Data were received and provided useful information about vehicle perfor-

mance and some flight parameters.

Signal strength (AGC) data are quite valuable and in themselves would

justify the use of telemetry in HARP firings. 1In the event that the radar’

would not acquire the vehicle, the AGC data can given an adequate account
of the events of the flight. It would be an advantage, then, to have

telemeters on board HARP firings even if they acted merely as beacons.

Data sensors, antennas and improved deviation ratios are the areas
requiring immediate improvement. For command guidance and range safety
abort/destruct systems, continuous transmission during ascent is manda-
tory. Any loss of signal could seriously disturb the progress of the

flight program.
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APPENDIX A

Canadian Bristol Aerojet Ltd. provided magnetometers of the "second-
harmonic flux-gate'" variety for use with the Martlet-3B rockets. The
magnetometer produces a voltage proportional to the magnitude of-.the com-

ponent of an external magnetic field along the axis of the sensing head.

The sensing head consists of primary coils wound about a saturable
core and a set of secondary coils. The primary coils are excited by an
oscillator which causes the core to saturate every half cycle. The
permeability of the core varies with the strength of the magnetic field.
Consequently, a frequency is produced in the secondary coils which is
twice the frequency of thevprimary and whose amplitude is proportional
to the strength of the magnetic field along the core axis. This a.c.
voltage is rectified by a detector to produce a d.c. voltage proportiocnal

to magnetic field strength.

When the earth's magnetic field is the external field, the magne-
tometer can provide roll rate, pitching frequency, field strength or
vehicle aspect when used in conjunction with some other device such as

solar cells.

Canadian Bristol cites an accuracy of + 2% for the magnetometer when
used as an off-the-shelf item. No accuracy figures can be given at present

for its use in modified form with the Martlet 3B.
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APPENDIX B

Canadian Bristol Aerojet, Ltd. provided sunseekers (Solar Sensors)
for use with the Martlet-3B rocket vehicle. The solar cell consists of
a silicon, photovoltaic device which produces a voltage whenever visible
radiation is incident on it. The cell output voltage is between 150-350
millivolts in direct sunlight. Amplifiers are required to bring the
signals up to usable levels. The cell is housed behind a narrow slit

which permits a 2° lateral and a 170o transverse field of view.

The sunseeker system consists of two solar cells. The cells are
physically so oriented that their fields of view form two sides of an
irregular tetrahedron and intersect to form a line outside the missile.

We shall call the vector ffom the missile to the sun the 'solar vector'.
Since the altitudes achieved by the vehicle are small with respect to the
distance between sun and earth, the 'solar vector' is essentially the
vector from the earth to the sun. The position of this vector with
respect to the missile axes depends on the attitude of the missile and the
time of day (or position of the sun). If the vehicle is made to roll,

then the solar vector describes a cone about the long axis of the vehicle.

This cone intersects the two sides of the tetrahedron which are the fields‘

of view sequentially in time. If the attitude of the vehicle changes,

the intersections occur either closer together or further apart in time.
If the solar cells are made to have different outputs, say one positive
and the other negative, then the time intervai between pulses can be dis-
tinguished. One complete revolution of the vehicle corresponds to the
time between two positive or two negative pulses, and the attitude of the
vehicle can be related to the time between a positive and subsequent nega-

tive pulse.

At best, the solar vector can be determined to within a cone about
the vehicle. For an absolute determination of attitude, another vector

(such as the earth's magnetic vector) must be found independently.
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Shot

DAPHNE
ODETTE
ETHEL
FRANCES*
ARVIDA%*¥

ESCUMINAC¥*¥

GLORIA
HOPE
CHICOUTIMI

SHARON
FONTAINBLEAU

URSULA
VICTORIA

TABLE I

Telemeter RFO SCOs Deviation
No. (me) (ke) (ke)
1 248 34.5 30
L 250 33.5 30
2 249 33.1 30
3 - - N
3 251 2.6 -

k.7 -

9.3 -

31.8 -

N 248 3.2 -
6.3 -

16.5 -

47.8 =

F 252 3h.1 30
A 251 35.5 28
2 243 5.7 16
81.0 -

2Ll 34.8 4o

237 42,0 16

70.0 -

C 251 34.6 30
D 252 43.9 55

*  This unit was not operating before firing.

Deviation
Ratio (Af/f)
0.9
0.9
0.9

0.9
1.3

*% Deviation could not be determined because of the complex modulating

signal.

3L

S




e

" -gpaoosa ao7ddop wodf paardep A1ro072Axx

*SpA0DDd DAOUDD DAUS UOLf poaldsp A10019/x

) sax seyoqIns B,
MLt 8 o0L°En sax gne  006°GLT poon samgexedwel  UWIST 390  996T-TH
sax £4TTIqRIS S8ULYTAS B,
%0911 8 0061k oN L2 000°LL TeurSasy  eJngeradws  UIST 220  f96T-TE i
sa} sayolTMs 8,
x0Leh 8 009°gE sex  ¢'n€2 00G°E9T fofeleny) sangjexadms]  UagT 300  €96T-Td
##%0006 8 002°6E saf n6Z  000°6ST poon  aanjexsdmey pug LTnp  6S6T-TE
; 3 002°9% oN G662 000°0ET pooy sanjeledwey  3ST A 9%6T-TH
3 8 002°9n oN 162 000°TOT pooY sanqexedway,  1sT ATnp  GS6T-TH
(sd3) UO0T3BJIST200Y  BIB(Q (our) (34) youne] QUSWII20XH 318(Q 10Ug
£AqT00ToA STZZ0W 49 2980dy AXqewsTeL

SEOTTVM IV SONTHIL HIE0IO0 3 KINL
1T T14Yd




b

e L . 5 i.,:}a!«

qybr1f 2y3 noybnodyl piop Ing Gusas up Fou Sl S Ly x
sabody arrpy uwodf pejowlls8y -~ Y
figr0072/ DABUD) XVISDL = dx
- Ok 2anssatd %
- - - *% T°'0 S°X geeg 000°0E 4 009¢ jele)) ‘yassung  QE9T UMME NVETINIVINOAL
$'gt sag 2anssald 3
wQT HHeT 0706 *% 2'0 S9%  2reE 000°9TT 4 000E pood “¥s9suUng  gOST Puce TWILNODTIHD
- ofl sanssald R
- ¢ o€ - - ¢l oN %2 - - dn ayoxg -wojsudel 0E£9T UILT DYNIKNO3E
- oN o8rwep sanssaad 3
- - - - - oN - (3) 4 0$EE euusquy  ‘wo3suBeW STLT UIST YAIAYY
S" LOE £°g0E 07612 (&) € 26T (&) +T92 000°GLle (i) oBeweq  $S31d VWL 0FEEC URSE VI40LOIA
€62 G262 €°gez  0°GT €9 s8Xx 192 000°f2E ¥ 00ES poon  ssaid VWL 00T2 U3se VINSEN
0TE 7 608 2°6ne - T°0 ON HKZ 0N0°0SE ¥ 006§ poon  ss91d VWL 006T Puce NOYVHS
€0e 2 €0E 2 Ine - T'Z S9% 652 000°6EE ¥ 0066 poon  SATBA VWI €222 3STC adOH
To€ 9°00€ 6°wEZ  ®'6LT 80T S9%  #SZ 000°9TE 4 0STS pooD sznd  QORGT 3sTe YIN0I0
= = = = . - oN 3 - - dn syoag uooTTeg  gGhT URET SEONYYA
et = N - - ofl - 000°‘9HE J O8RS pooD uooTTed 02LT Ul TIHLE
N - - - - oN - - - dn syoag uooTTed GS9T U3ITT HLLIA0
00€ = = - - ON - Q00°GST 4 0LnG J3© °9SoN ucoTTeg STOT U30T ANHAVA
(09s) (08s) EEED (os8s) (29s) ®ieq (ow) (3J) %(S4F) qoune| JueWlJedxy sWll ¥ Aed 3043
Jepey AJjsuwsTsl SUTL SWTJ, OWI] Jdy e98ody A3100T3A LijswaTa]

SUTL q0Bdul  JsAoUIn] JuUSA¥ LIV

soavadvd Iy SONIMIA ANl
III TIdVL

36




‘3TI0IH3A HONI-G SdOTTVM —diVH
3HL NI SININOAWOI AHLIW3T3L 40 LNIWIONVHHV

| 914

b= 11G°SY

ATddNS
43Imod

VNNILNY 6292

L

T e ey
il ,_.VVVV_: = f%

B MR R VAR RN

HOLSIWY3IHL av3d ginos g 3ZNn4d
¥ 3ZN4
HOLY12S0 HOLYLNWWOD
AJNIND3IHS
olavy
HO1vY7711350
H3IdHYI8nNs

e e e L g, 3

- |
,_ —r |

37




Y313W3131 380dd NNO HONI-S IGH 40 WVYNOVIQ Linoyid 2 oid

Av2+
|
diNX ;
Wﬂmgm W___mm
o .
6T
g f io1ad iolad T 4l 3 |Hol
AB P NET i B K
A A0l <, ._
L _J | 200 200
— —
%89 %89 .
Nid %:.f -
os! X
AbzZ— m—
>¢N+ I..)_&mnaj
VNN3INV «—) 1 — AI
. 20 1
£ >
.m- €, us 2
.IUI.ﬁl
VNNILINY _ J
1 —

H3L1INSNYHL 2N 063




SHOLSINY3HL Qv3g HO4 3AHND NOILVYHEIMYD ViIdAL € 91d

ﬁ.._@ MUNLYH3IdNIL
00% 062 2 ogl 00! 0%

I I I T I |

10

31

%0
60
-~90
“44'0
.hm._n.
T cﬁ!.ﬁ ....___

. uuzz.m_mmx
=10l YoLSINNIHL




NOILVYEITIVO HOLVITIOSO YH3I¥YVIENS 1VIIdAL  + 914

(%) AIN3INDI¥4 HOLVITIISO

n.___ 2l _.___ Oll 601 m.mu_ .mw_ 901 GOI 01 ¢€0I 20! IOl OO0l 66 86 J[6 96
T T T T T 1 i ! ! ! ! ' I
<1
-2
I (%)
Z
€ o
O
N = .
4t 5 =
m
24
4 9
-4
3
, o om
4L =
OF
S
Iw w
A
-6
40l




NY3LlVd IVWIIdAL V cz< VNN3ILNV 3TOIH3A 3808d NNO HONI-G G OI3

VNNILNY VNN3LNV
NY31livd NOILYIOVY TVIIdAL JSON -IdS ASON-SSY19Y38I4 -1V
\ \ __ f f,, _ x\
4 ___, .._____.__. ___ \

D I

b1

\ | C WONIANTY

v SSY19H3814
1334s




NOILO3r3 HOLINOW Ol AHML3IW3T3L ANV NOO1TVE
NISOY 2 131LYVW 3HL JO WVYHOVIQ TVYNOILIO3S ‘9914

V 7ivli3a

L43SN|
(ad) aviat

AdQo8
NI 107S

34IM
G3.L1VINSNI

= 00'9¢
378v2
HOLINOW NOILDZ3r3

v TIv1i3d
HOLINOW NOILD3r3

3OV AIVd
AMLIWN3T3L

\\\|||

431SINVD
NOOTvE

JOHYHD
3AIS0dX3

0334 VIXV0D

VYNN3LNV
107S JW 0Se

§ o




BUUSRUY UTJ-PI3Q0TS 2-39THABW UL °L 2and1d




oo

HOLINOW A¥13W313L ONV VA L2 1311LHVN‘S 914

8'9%

JOVAIVd

AY13IW33L \\\J
"l A

L L L S S S A A S ST A S S S A A A
P

YNN3LNV

—a= 000G p=—

Z \\-M{. A A A A S A 4 H\._.__,\\\NN\V\:
HOLYINSNI

Ssv1oy38id HOLIMS mz/

34NSS3yd YW1

JATVA
3ISVY3I3H VWL

P e I




Figure 9. The Martlet-2 Spike-Nose-Antenna Vehicle
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